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8.3 Labels and Markings

Fig. 27 Part #7112A0141 Fig. 28 Part#7112A0142
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Load Ratings of the Modular and Knockdown
Platforms.

Fig. 29

Part #7112A0143



© 2003 Tractel, Inc. All rights reserved.

31
© 2007 ThyssenKrupp Safway, Inc.

INTERMEDIATE STIRRUP
IS 02

END FRAME
EF 01

END STIRRUP
ES 02

INTERMEDIATE SHORT STIRRUP
ISS 01

WORK CAGE C STIRRUP
WCS 02

A

FIG. 30

FULL C PART # 7112A0122

FIG. 32

HALF C PART # 7112A0121

FIG. 34

END FRAME PART #7112A0124

FIG. 31

WORKCAGE Part # 7112A0123

FIG. 33

UNIVERSAL END PART # 7112A0125

FIG. 35

LATEST PART #7112A0115
CONFIGURATION
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FIG. 36

15° CORNER SECTION Part #7112A0129

FIG. 38

45° CORNER SECTION Part #7112A0131

FIG. 40

90° CORNER SECTION Part #7112A0133

FIG. 37

30° CORNER SECTION Part #7112A0130

FIG. 39

60° CORNER SECTION Part #7112A0132

ANGLE SECTION 15° 

AS 15

ANGLE SECTION 30°

AS 30

ANGLE SECTION 60°

AS 60

ANGLE SECTION 45°

AS 45

ANGLE SECTION 90°

AS 90
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FIG. 42

KNOCK-DOWN PLATFORM PART # 7112A0127

KNOCKDOWN PLATFORM
KD 01

CLASSIFIED BY 

UNDERWRITERS LABORATORIES INC©

AS TO LOAD CAPACITY 
400S

FIG. 43

PART #7112A0134

FIG. 44

WARNING

WARNING: RISK OF ELECTRICAL SHOCK
METAL SCAFFOLDING MUST NOT BE USED
WHERE IT MAY COME INTO CONTACT WITH
ELECTRICAL CIRCUITS
WARNING: RISK OF INJURY
ACIDS AND OTHER CORROSIVE SUBSTANCES MAY
SEVERELY AFFECT THE STRENGTH OF METAL
SCAFFOLDING DEVICES
USE EXTREME CARE AROUND SUCH MATERIALS
AND FOLLOW MANUFACTURER INSTRUCTIONS

PART #7112A0138

FIG. 41

MODULAR PLATFORM PART # 7112A0128

MODULAR PLATFORM
MP 03
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Severe INJURY or DEATH can result from IMPROPER USE or assembly.
DO NOT use a single point or two point SUSPENDED scaffold unless:
• YOU ARE WEARING A FALL ARREST SYSTEM, PROPERLY ATTACHED
• You have PERSONALLY determined that:

• The roof support system is complete, properly assembled. counterweighted 
or otherwise anchored, tied off, AND not overloaded 

• Hoists and platforms are not overloaded
• The WIRE ROPE is the SIZE and TYPE specified for YOUR hoists
• Guardrails are properly installed

Erection and use must comply with SAFWAY’S instructions. OSHA, and other 
applicable codes. Copies are available from SAFWAY without charge.
© COPYRIGHT 1995 SAFWAY STEEL PRODUCTS INC. ALL RIGHTS RESERVED                                         7112A0006-02

HANDRAIL MUST BE PINNED IN
PROPER RAISED POSITION

DURING USE

FIG. 45

PART #7112A0140

FIG. 46

Part #7112A0120

FIG. 47

PART #7112A0006-02

FIG. 48

PART #7112A0033-01
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A. Before using, check structure and all parts for
proper operation and are free of damage. Do not
use a platform which is damaged or not operating
properly.

B. A platform or platform part must be immediately
removed from service and destroyed when
exposed to excessive heat, as in the case of fire,
due to loss of structural strength.

C. Decking must be free of oil, grease or slippery
material.

D. Do not use this platform if the decking surface is
damaged or has deteriorated.

E. Platform with intermediate stirrup and cantilever
ends must be configured as per label.

F. Refer to label for load capacity of platform
configuration and overhang ends in use. The total
combined weight of each worker and all materials
should not exceed the rated load. Do not overload
platform or overhang end.

G. Assemble the platform on a safe and level working
surface.

H. Do not allow unrestrained objects, such as barrels,
boxes, loose brick, tools and debris to accumulate
on decking.

I. Do not use a ladder or other items to step on to
gain higher access.

J. Never step from a suspended platform to a
building access or vice versa unless the platform
is firmly secured up along the building access and
placed in a situation being as safe as on the
ground level.

K. Do not apply impact loads to a platform. Never
attempt to straighten a deformed side rail or
decking member.

L. Do not use acids or other corrosive substances on
a platform without consulting the manufacturer for
specific instructions.

M. Do not use platform in the vicinity of electrical
circuits. (Refer to Local Regulations.)

N. Before rigging inspect the site to view any electric
appliance in the environment and in such case
consult a specialist.

NOTE: Recommendations regarding grounding
precautions may be considered.

General Instructions

Read the instruction manual delivered with this product before use!
In case of loss a new one can be obtained on request.

FIG. 49

PART #7112A0135

FIG. 50  

Part #7112A0139
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MODULAR PLATFORM
Assembly Instructions

1. When assembling Modular Platform align the
platform sections on a safe and level surface.

2. Connect the platform section and stirrup using 4
gravity lock pins. Connect adjacent platform
sections using 4 H-bracket connectors and 8
gravity lock pins.

3. See label for platform section combinations and
intermediate stirrup locations. Install end stirrup on
platform end.

4. Insert pins from inside the platform. Do not
hammer pins into place or use undue force.

5. Use only original 5/8 inch diameter gravity lock
pins. Make sure that pins are not worn, bent or
otherwise damaged.

6. After each pin is installed, ensure that the gravity
lock is rotated closed and nearest to vertical to
prevent the pin from dislodging.

7. During operation the handrails must be pinned in
their raised positions: 36 inch (910mm) high for
front rail and 42 inch (1100mm) high for back rail).

8. The platform can be suspended from any
approved hoist with a capacity and mounting
attachment which is compatible with the platform
configuration being used. Follow hoist instructions.

9. The hoisting attachment must be secured to the
stirrup according to the hoist manufacturer’s
instructions.

FIG. 51 - Part #7112A0136

MODULAR KNOCKDOWN PLATFORM
Assembly Instructions

1. When assembling Knockdown Platforms align the
platform sections on a level surface and attach each
side panel to the floor deck using the ball lock quick
release pin.

2. Connect the platform sections and end stirrup using
4 gravity lock pins. Connect adjacent platform
sections using 1 U-Connector and 8 gravity lock pins.

NEVER CONNECT KNOCKDOWN PLATFORM
WITH ADJACENT PLATFORM SECTION WITHOUT
U-CONNECTOR.

3. See label for platform section combinations and
intermediate stirrup locations. Install end stirrup on
platform end.

4. Insert pins from inside of platform. Do not hammer
pins into place or use undue force.

5. Use only original gravity lock pins and ball lock
quick release pins. Make sure that pins are not
worn, bent or otherwise damaged.

6. After each pin is installed, ensure that gravity lock
is vertical, to prevent the pin from dislodging.

7. During operation the handrails must be pinned in
their raised position (36” high for front rail and 42”
high for back rail).

8. The platform can be suspended from any
approved hoist with a capacity and mounting
attachment, which is compatible with platform
configuration being used. Follow hoist instructions.

9. The hoisting attachment must be secured to the
stirrup according to the hoist manufacturer’s
instructions.

FIG. 52 - Part #7112A0137
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modular suspended platform
8.3 Label Placement Chart

General Instructions, Assembly Instructions,
Load Label, Product Identification Tag,
Configuration Intermediate Stirrup and
Configuration End Stirrup Labels.
FIG. 27, 28, 29, 43-52 and 1 of (41 or 42)
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Since 1936, Safway® brand scaffold has been the 
industry standard. From Systems™ to Sectional, 
Tube & Clamp to SafMax®, Suspended to 
QuikDeck™ – ThyssenKrupp Safway has a full line 
of products designed to work for any project.

All drawings in this guide are for illustrative purposes only. This guide 
is intended for general information purposes only. Because of the 
many variables which affect the performance of the product line, 
some of the information in this brochure may not apply. For specific 
applications, contact ThyssenKrupp Safway.

NOTE: Erection, use, maintenance and disassembly must conform 
to current manufacturer's instructions as well as all federal, state, 
provincial and local regulations. Copies of complete Safety Guidelines 
for these and other products are available from ThyssenKrupp 
Safway without charge.


